BOD 6K-RA01-S75-C PNP
Photoelectric Sensors
Distance Sensors

BALLUFF

sensors worldwide
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Electrical data:

General data:

Connection Connector M8, 4-pin Supply voltage indication yes

Rated supply frequency DC Function indication yes, yellow LED

Switching element function light-on/off (switchable) Short circuit protected yes

Rated operational voltage 24DCV Degree of protection IP IP 67

Off Time delay 0,5ms Protected against polarity reversal yes

On Time delay 0,5 ms Type Distance sensor

Output signal 0...10vDC

Switching frequency 200 Hz

Logd c.urrent capacity max. (le) 100 mA Optical data:

Switching output PNP . .

Operating frequency () 1000 Hz Emitter Light Source LED red
Wavelength of Emitted Light 660 nm

Current Consumption lo max. (No
Load)

?30at24 VDC mA

Reference material
Permissable ambient light

Kodak white, 90%, 100x100mm
<50000 Lux

23‘;‘;:5 Xz:::g: 2;‘)( ;gg Grey shift max.(90%/18% Reflectivity) <1.0 %
Voltage ripple max. 15% light spot 5mmx5mm at 60mm
Mechanical data: Wiring:

Sensing face material PMMA . —1-)BN— +Us

Housing material ABS <H> _/C—4- BK PNP

Optimal working range max. 80 mm _/—i- WH analog
Optimal working range min. 20 mm |3 oy BU oV

Linearity max. <0.5 %

Operating Distance Adjustment Teach-in

Resolution max. 0.5 mm

Effective working dist. min. 20 mm

Effective working dist. max. 80 mm

Measuring range max. 60 mm

Ambient temperature max. +60 °C

Ambient temperature min. -20 °C
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